
Features

Non-permeable

OriFlow™

FabricAir Poly

It is a non-permeable fabric, mainly used in heavy industrial
installations for distributing isothermal or heated air.

Standard color schemes

Fabric Color Duct Hooks Nozzles Sliders TPX code

Profiles

White 5200 11-0602
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http://www.fabricair.com/en/fabricair-ducts/features/non-permeable
http://www.fabricair.com/en/flow-types/oriflow
http://www.fabricair.com/en/duct_shape/round
http://www.fabricair.com/en/duct_shape/half-round
http://www.fabricair.com/en/duct_shape/quarter-round
http://www.fabricair.com/en/duct_shape/semi-oval
http://www.fabricair.com/en/duct_shape/rectangular


Round Half-round Quarter-round Semi-oval Rectangular

Flow models

OriFlow™
Air is distri ​buted
through large orifices.

Download Certificates
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http://www.fabricair.com/en/duct_shape/round
http://www.fabricair.com/en/duct_shape/half-round
http://www.fabricair.com/en/duct_shape/quarter-round
http://www.fabricair.com/en/duct_shape/semi-oval
http://www.fabricair.com/en/duct_shape/rectangular
http://www.fabricair.com/en/flow-types/oriflow
http://www.fabricair.com/en/flow-types/oriflow


Data sheet
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EN ISO 12127:1997 (ASTM D3776-96)

EN ISO 12127:1997 (ASTM D3776-96)

Weight :

EN ISO 5084:1996 (ASTM D1777-96)Thickness:

EN ISO 13934-1Strength - Warp:

EN ISO 13934-1Strength - Weft:

EN ISO 5077Shrinkage:

ULC S102.2:

All-in-One available:

Permeability:

Heat resistance - continuous:

Heat resistance - softening:

EN 13501-1:

GB 8624:

GOST:

UL 723:

Fire retardant:

UL 2518:

OEKO-TEX®:

Construction

180  g/m² [oz/yd²] , 5.78  g/m²

[oz/yd²]

0,187 [0.0073]  mm [inch]

Properties

850  N

850   N

- % Max. °C [°F]

Treatment/Coatings
Code Compliance

Yes

Performance certificates

Additional Approvals

No

Disclaimer

FabricAir® believes that all data, statements, technical information, etc., listed in this Technical Data Sheet regarding the

product and the use of the product are accurate and reliable. However, the product will only be covered by FabricAir®’s

guarantees or warranty if the final use for the product has been approved by FabricAir® in writing. No representative is

authorized to approve the final use of the product on behalf of FabricAir®.

EN ISO 9237:1995 (ASTM D737, Frazier)

0  (±5%) m³/m²/h at 120 Pa

0  (±5%) [CFM/ft² at 0.5”

Static]

© Copyright FabricAir®

www.FabricAir.com

http://www.iso.org/iso/catalogue_detail.htm?csnumber=41877
http://www.fabricair.com/en/about-fabricair#overlay=en/fabricair-ducts/features/all-one-better-looking-ducts
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